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Annex H  (normative)
Material and mechanical part allowables (MMPA) - DRD

H.1 DRD identification

H.1.1 Requirement identification and source document

This DRD is called from ECSS-E-ST-32, requirement 4.10h.
H.1.2 Purpose and objective

A material and mechanical part allowables document (simply referred as MMPA in this DRD) is associated with a design justification file, which contributes to ensure the validity of the corresponding mechanical design and justification process.

The MMPA collects the mechanical allowables and other applicable physical, thermal and mechanical properties of the applied structural materials and mechanical parts. 

The MMPA provides inputs for the mechanical design justification process, ensures their traceability, and is issued at major milestones in the development of a space structural item (e.g. design reviews).

H.2 Expected response

H.2.1 Scope and content

<1> Introduction

a. The MMPA shall contain a description of the purpose, objective, applicability, content and the reason prompting its preparation
<2> Applicable and reference documents

b. The MMPA shall list the applicable and reference documents in support to the generation of the document.

<3> Terms and definitions, abbreviated terms and symbols

c. The MMPA shall include the terms and definitions, abbreviated terms, and symbols used.

<4> Structure (or structure component) description

<4.1> Unit system

d. The MMPA shall indicate the consistent unit system and the related unit symbols used by the designer. 

e. The units for mass, force, length, time and temperature shall be explicitly reported.

<4.2> General description

f. The MMPA shall describe the structure and introduce to the terminology for major structure components. 

g. Reference shall be made to the available set of drawings, including their revision status, to explain the actual status of the design and to clearly define the structure to be analyzed.

<4.3> General description of the operating conditions

h. The MMPA shall remind the operating conditions of the structure, and mainly the thermal, chemical and mechanical environment constraints. 

i. Reference shall be made to the governing specifications and other applicable documents, according to <2>.

<5> Applied materials and mechanical parts

j. The MMPA shall report the list of the applied materials and mechanical parts, with indication of the type of product, heat treatment and environment conditions of the concerned structural parts or components. 

k. Reference shall be made to the declared materials and mechanical parts lists, according to <2>.

<6> Material properties

l. The MMPA shall report the applicable physical, thermal and mechanical properties of the applied structural materials and processes, taking into account the actual operating conditions as described at section <4.3>. 

m. Reference shall be made to the corresponding source documents (e.g. recognized or in house material databases, standards or specific materials test reports), according to <2>.

<7> Material allowables

n. The MMPA shall report the applicable mechanical A or B allowables of the applied structural materials and processes, as stemming from the above collected mechanical material properties.

<8> Mechanical parts allowables

o. The MMPA shall report the applicable mechanical allowables of the applied mechanical parts. 

p. Reference shall be made to the corresponding source documents (e.g. recognized or in house mechanical part standards or specific test reports), according to <2>.

<9> Conclusion

q. The MMPA shall include any useful additional information, e.g. recommendations to use correctly the data included in the MMPA report, suggestions for future work and further investigations or improvements.
H.2.2 Special remarks
None. 
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